(Sealants

TUBE CAULKING

e Acrylic Latex Sealant (used for Plastic Products),
White only

e SUPRATHERMIK (thermoplastic, rubber-based)
NOTE: Do not use “SUPRATHERMIK “on Insulation Panels or
plastic surfaces (polystyrene, etc.) which may be affected by
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solvents.

SEALANT COLOUR Use with STEEL COLOUR SEALANT COLOUR Use with STEEL COLOUR

104000 - Clear 104 930 - Scotia Blue 28260 Slate Blue

104 010 - White 28317 White White 104 910 - Heron Blue 28330 Heron Blue

104 110 - Glacier White 28273 Bone White 104 830 - Dark Green 28307 Melcher’s Green

104 330 - Chocolate Brown 28326 Coffee, 104 390 - Dark Brown 28229 Dark Brown
60040 Deep Royal Brown 60041 Sepia Brown
7635 Brown 104 400 - Bronze 28229 Dark Brown

104 950 - Black 28262 Black, 60039 104 160 - Bright Red 28386 Bright Red

104 670 - Light Grey 28730 Regent Grey 104 450 - Pebble 28129 Pebble-Khaki

104 370 - Cream 28696 Antique Linen 104 590 - Granite Grey 28306/7040 Charcoal

104 600 - Cement Grey 28305 Stone Grey 60035 Graphite Grey

104 940 - Blue Grey 60133 Blue Grey
TAPE CAULKING
* Butyl Tape:

- 1/16” x 1/4” x 50' per Roll (Grey)
- 3/32" x 1/2” x 45 per Roll (Grey)
- 1/8" x 3/8” x 25" per Roll (Grey)

EMSEAL AST Hi-Acrylic

¢ Polyurethane Tape (Black):
- 1/4" x 3/4" (expands to 1" x 3/4” wide) x 19.7" per Roll. 32 Rolls per case
-1/2" x 1" (expandsto 2” x 1" wide) x 13.12" per Roll. 24 Rolls per case
- Other sizes available on request
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