b -t_/\ The 10,000 Series paint system is used for projects that

QL,{COQ ‘ . . demand higher aesthetic performance. It has superior colour
retention and formability properties. This paint system is
designed for architectural and commercial applications.

1 O 9 OOO S E R I E S The 10,000 Series is a fluoropolymer 2-coat system

comprised of a corrosion inhibiting primer and a PVDF
PV D F colour coat. The colour layer is formulated with PVDF resins
that provide lasting colour retention and robust resistance

against abrasion and weathering.

As a Baycoat branded system, we ensure you 10’000 S_erles !S avall?ble insmooth
receive a high quality product that meets your finishes in awide va rlety of standard

particular needs. colours.

QC9728 QC 10440 QC 10040 QC 9495 QC 7602 QC 7970 QC 9729
Regal White Trillium White LG Driftwood LG Dove Grey Regent Grey Granite Charcoal

QC 10004 QC 10394 QC8979 QC 7967 QC 6532 QC 9962 QC 9922
LG Sandstone Beige Greyberry Caramel LG Brown Dark Bronze Expresso

*T .
QC 9944 QC 9340 QC 12031 QC0184 QC 7969 QC 12030 QC 8982
Midnight Black Black Obsidian Slate Blue Boreal Blue Wild Blueberry Banner Red

* -|- * Solar Reflective finish includes specialized
pigments to reflect heat.

T Abrasion-Resistant finish includes a matting
agent to deliver a lower gloss, hard finish.

Effective date September 2022.
QC 7961 QC 10658 QC 8977 QC 7965 QC 12029
Terra Cotta Sage Green Wintergreen Alpine Green Jasper Pine

baycoat.co m notice. Our standard colours are shown on this card. These colours and additional
colours which may be developed for special orders are individually priced.

Please Note: The colours shown here are representative only and are not intended for

colour match purposes. Please contact your mill representative with any sample or

technical information requests. This colour card is based on product availability at the

time of printing. The manufacturers reserve the right to discontinue colours without

Colour matching: Colour can vary between paint batches and production

runs. Over time, the colour of installed panels will weather. Therefore, it is
recommended that multiple orders are not utilized on a single installation where
colour matching is critical.





